
 
Remote Spotlight System 

  Setup and operating instructions 10-08-2021 
Thank you for purchasing a Ghost Eye Remote Spotlight System. Each system is handmade in our 
workshop with parts either fabricated by us or sourced from reliable electronics manufacturers. 
These systems are built to suit the spotlight that is fitted, do not attempt to retrofit your own light. 
Please note that modifications to electronic parts and programing the brain of the system, all must be 
done by us to get the system to perform at the speeds, range and sensitivity that we have found to be 
the best in the field.  
We provide a 1 year warranty on these lights and stand by them 100%, and ask that if by the off chance 
you have any issues with it, that you notify us and allow us to rectify it before feeling the need to give us 
negative reviews on social media or amongst your friends.  
 
IMPORTANT: 
Polarity: 
It is very, very important that when attaching your alligator clips to your battery that you get positive 
and negative correct. 
Positive + Red Clip 
Negative – Black Clip 
If this is hooked up incorrectly, even for split second, it can possibly cause damage to the power supplies 
and other sensitive components. Although all these parts are replaceable or repairable by us, your light 
will not function until we have fixed this. 
Please pay particular attention to it when attaching to your battery. 
 
HID LIGHTS and BATTERY QUALITY: 
Please note that HID Spotlights require a lot of power to start up, having a good quality battery with 
plenty of charge is important for correct functionality of the light system. Bad connections or low charge 
in vehicle batteries can adversely affect the operation of the light system. 
 
POWA BEAM MODELS: 
These models have electronics protection built in, so when the light is first turned on it will not respond 
to inputs for 10 seconds whilst the light warms up. 
 
Mounting your light: 
The spotlight system is synced to the control knob, meaning wherever the line on the knob is pointing, is 
where the light will point once it is turned on. This means that the light frame needs to be mounted 
facing forward, square to the vehicle and also level, so that you will get the correct up and down travel 
and rotation. There is up and down adjustment available on the back leg. 
 

 
 
 



Suction Caps: 
Make sure you have clean flat surface to attach the suction caps to. 
Remove the yellow plastic cover and place suction caps squarely onto the surface (A little soapy water 
on the surface will help maintain a good seal) and press the pump cylinder in and out until the red line is 
inside the cylinder. After a while this red line may move out and show itself, this means there is some 
suction loss. Just pump it a few more times and it will reset the vacuum. 
 

                 
 
To release squeeze with your thumb and forefinger on the two rubber lugs 

 
If mounting to a vehicle roof that has support ribs in it, the rear suction cup can be moved side to side to 
allow it to fit inside the rib grooves and each side suction cup is also adjustable here. 

                      
 
 
Other mountings:  
If mounting to a roof rack or an uneven / rough surface, leave the yellow caps on and use zip ties or 
straps to secure the light. Make sure whatever you use to secure it does not foul on the light itself or 
crush any wires or components. 
The suction cups can be removed, and the light bolted directly to the surface or other mounting system 
if need be.  Please note* that all bolts are threaded into the aluminium frame so be careful to not 
overtighten and strip the threads. 
 
Using: 
Once it  is mounted, run the wires and control box through your open door and close the door seal 
against the wires. 
Place the control box somewhere convenient with the switch facing towards the front of the vehicle. 
Run the battery wires out to the battery and attach the alligator clips (take note of polarity warning 
above). 
Once connected turn the control box switch on, wait 10 seconds for the light to warm up and find its 
position and you are ready to go. 
 
Warning: Do not try to move the light by hand as this may damage the gears and belts 
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